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PATTERN 2
HIP PAD A
CUT X 2 
1.5MM THICK
LEATHER

PATTERN 2
HIP PAD B
CUT X 2 
1.5MM THICK
LEATHER

EYELET PLACEMENT
The most e�ective way of securing eyelets is to gradually spread the �bres of the 
coutil using awls of increasing size. 
Do not cut a hole for the eyelet, this will weaken the �xing, due to tearing, and stretch-
ing of the coutil, the eyelets would then fall out over time.

LEATHER PADS:
If you would like to add couture hip pads to yourcorset then cut these  panels in 3mm 
thick tough leather and please watch the associated video tutorial. found at:
http://www.ralphpink.com/

EXTERIOR  PIECES FOR HIP PAD CORSET
These pattern pieces replace the  exterior surface of the corset (only if you are build-
ing in hip pads). They are a di�erent shape to the original “side back” and “side” panels. 
When the interior and exterior surfaces �nally come together there will be between 
the panels to accomodate the hip pads. If this space is not �lled with the pads, then 
the exterior surface will collapse and be �oppy! :)         

PIPING/ CHORDING (OPTIONAL)
These lines show the addition of piping chanels for added strength and support at the 
shoulder straps. I have created a tutorial on this technique which can be found here:
http://www.ralphpink.com/archives/1881

BONING AT SIDE SEAM:
This is exactly the same as the boning on all other panels, however the colour of the 
line is yellow simply to help recognition of the panel and it’s positioning in the corset

CORSET BONING  CHANNELS:
These lines indicate the channels that will need to be stitched in each panel piece.
Please note: this line is 5mm at the seams of most panel pieces. this indicates boning 
should be placed over this seam. therefore a 1cm wide strip of boning will overlap 
either side of each seam by 5mm.
I hope this makes sense? 

SEAM ALOWANCE 

ACTUAL SEAM OF CORSET PATTERN

IMPORTANT READ FIRST:
This PDF contains 2 corsets, they are both very similar, but they’re di�culty varies. an idea is to make a toile of PATTERN 1 �rst 
then if you are con�dent progress to PATTERN 2 (hip extensions).

PATTERN 1
This is the standard version of this corset. If you wish to make a corset without hip extensions, then please use this pattern only.
simply cut each pattern piece as indicated.

PATTERN 2
Is based on PATTERN 1 however there is a slight di�erence at the side seam and hip. This corset uses hip pads or hip extensions to create a 
more drastic corset shape, narrowing the waist  and enlarging and pointing the hips forward. 
If you wish to make this alternate corset instead of the standard version, then please cut out both PATTERN 1 & PATTERN 2. PATTERN 1 forms the 
interior surface of the corset, the part that sits against the body, and PATTERN 2 forms the exterior surface of the corset. Because PATTERN 2
is slightly larger at the hip it forms a pocket for the hip pads to be inserted between PATTERN 1 & PATTERN 2.

PATTERN 1 PATTERN 2
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PATTERN 2
FRONT PANEL
EXTERIOR SURFACE
CUT X2 COUTIL
CUT X 2 MATERIAL

E

PATTERN 2
ACROSS HIP PANEL

EXTERIOR SURFACE

CUT X2 COUTIL

CUT X2 MATERIAL
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PATTERN 1
FRONT PANEL
CUT X4 COUTIL
CUT X2 MATERIAL
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FOR FURTHER HELP MAKING THIS CORSET PLEASE SEE:

http://www.ralphpink.com/tutorials/corsetry-construction           

THIS CORSET PATTERN MAY NOT BE USED FOR COMERCIAL USE, RESOLD AS A PATTERN, BRANDED WITH A DIFFERENT LOGO OR RE-POSTED ON ANY WEBSITE. COPYRIGHT RALPHPINK 2011

THIS CORSET PATTERN MAY NOT BE USED FOR COMERCIAL USE, RESOLD AS A PATTERN, BRANDED WITH A DIFFERENT LOGO OR RE-POSTED ON ANY WEBSITE. COPYRIGHT RALPHPINK 2011

HIP PAD EXTENSIONS:
When making the hip pads please refer to
www.ralphpink.com for in-depth informa-
tion.
Once constructed these leather hip exten-
sions will need to be stuffed or padded out 
with wadding, to create a firm pad that sits 
well on the hip/ against the body.
An idea is to (once filled with wadding) 
enclose hip pads both back and front in a 
thin layer of quilted material, extending 
3-4cm around the outside of the pad, this 
allows you to tack it into place between the 
corset layers. Also it will create a smoothing 
effect on the sides of the pad.
Please experiment and play with the posi-
tioning and placement of these pads, it’s 
not an exact science. Also I recommend 
you try on the corset with the pads and 
adjust the positioning to get it perfect.

PATTERN 1
ACROSS HIP PANELINTERIOR SURFACE
CUT X2 COUTIL

F

PATTERN 2
HIP PAD A
CUT X 2 
IN FINE QUILTING

PATTERN 2
HIP PAD B
CUT X 2 
IN FINE QUILTING

PATTERN 2
HIP PAD  BACKING
CUT X 2 
IN FINE QUILTING
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TYPE B TYPE B
Use PATTERN 1 pieces only for interior 
surface. Use PATTERN 2 pieces only for 
exterior surface/s 

If you would like to construct the corset 
with an exterior layer of satin (or any similar 
material) make sure you cut an additional 
set of PATTERN 2.
See image below for an example

coutil layers

satin/ or similar
material choice

indictaion of 
seam allowance

Exterior surface

Interior surface

PATTERN 2

PATTERN 2

PATTERN 1

TYPE C TYPE C:
Use PATTERN 1 pieces only for interior 
surface and exterior surface. Do not use any 
part of PATTERN 2.
Please note this pattern does not have hip 
pads built in.

ALSO... MAKE SURE YOU CUT YOUR PATTERN 
OFF AT THE LINE INDICATED ON PATTERN 1 
(MARKED IN GREEN

If you would like to construct the corset 
with an exterior layer of satin (or any similar 
material) make sure you cut an additional 
set in PATTERN 1 (cut at green line).
See image below for an example

coutil layers

satin/ or similar
material choice

indictaion of 
seam allowance

Exterior surface

Interior surface

look for green cutting line on PATTERN 1
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TYPE C

TYPE C

TYPE C

PATTERN 1

PATTERN 1

PATTERN 1

TYPE A
TYPE A:
Use PATTERN 1 pieces only for interior 
surface and exterior surface/s. Do not use 
any part of PATTERN 2.
Please note this pattern does not have hip 
pads built in.

If you would like to construct the corset 
with an exterior layer of satin (or any similar 
material) make sure you cut an additional 
set in PATTERN 1.
see image below for an example.

coutil layers

satin/ or similar
material choice

indictaion of 
seam allowance

Exterior surface

Interior surface

VIEW THE ONLINE VIDEO TUTORIAL FOR THIS CORSET HERE:
http://www.ralphpink.com/tutorials/corsetry-construction


